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Product description

with hoist

The structure is equipped with an overhead
beam along which the hoist can smoothly travel.
The Big-Bag must initially be placed on the
ground, directly beneath the outer end of the
beam.

Using the dedicated control pendant, the
operator can move the hoist along the beam
until it is positioned above the Big-Bag.

With the same control pendant, the hoist hook—
connected to the Ilifting spreader—can be
lowered to an appropriate height for attaching
the bag. Once secured, the Big-Bag can be lifted
and moved along the beam to position it exactly
above the discharge platform. When correctly
positioned, the bag is lowered to rest on the
platform.

At this point, it is possible to release and open
the Big-Bag to allow the contents to be
discharged safely, efficiently, and easily. f
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Pneumatic flaps

The pneumatic flaps are installed inside the
discharge structure to facilitate the emptying
of Big-Bags, especially when the contents are
compacted and difficult to discharge.
The system can operate in two modes:
e Manual, via a selector switch located on
the operator panel;
e Automatic, through a timer-controlled
cycle managed by the PLC, which can be
programmed according to process
requirements.

Complemenary parts
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Dimensions

Maximum weight:

2000 Kg

1484

1970

4008

5207

1440

1440

1390

*Dimensions can be customised. Air-Tec reserves the right to change dimensions without prior notice.
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